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4/2. 



WRITE A TEST PATTERN TO A MAGNETIC DISK. 


> 




MEASURE AN AMPLITUDE OF A SIGNAL 
PRODUCED BY READING THE TEST PATTERN. ' 







STORE MEASURED AMPLITUDE. 




TEST DRIVE FOR INDICATIONS OF THERMAL DECAY? 




YES 



READ THE TEST PATTERN TO OBTAIN AN OBSERVED 
AMPLITUDE OF A SIGNAL PRODUCED BY THE TEST PATTERN. 



STORED AMPLITUDE GREATER THAN OBSERVED 
AMPLITUDE PLUS A MARGINAL AMOUNT? 




YES 



GENERATE THERMAL DECAY WARNING SIGNAL. 
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READ AUTOMATIC GAIN CONTROL (AGC) 
FIELDS TO OBTAIN AGC FIELD AMPLITUDES. 
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WRITE A TEST PATTERN TO A SECTOR ASSOCIATED 
WITH AN AGC FIELD HAVING A LOW AMPLITUDE. 
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MEASURE AN AMPLITUDE OF A SIGNAL 
PRODUCED BY READING THE TEST PATTERN. 



STORE MEASURED AMPLITUDE. 
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NO 



TEST DRIVE FOR INDICATIONS OF 
THERMAL DECAY? 







YES 

f 


READ THE TEST PATTERN TO OBTAIN AN 
OBSERVED AMPLITUDE OF A SIGNAL 
PRODUCED BY THE TEST PATTERN. 
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STORED AMPLITUDE GREATER THAN OBSERVED^ 
AMPLITUDE PLUS A MARGINAL AMOUNT? 



YES 



GENERATE THERMAL DECAY WARNING SIGNAL 
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FIG. 6 



